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form of a ‘‘checklist,’’ or other form of
recordkeeping that confirms conform-
ance with the start-up, shutdown, and
malfunction plan for the event.

(4) Equipment leak records. The owner
or operator shall maintain records of
the information specified in paragraphs
(d)(4)(i) and (ii) of this section for
closed vent systems and control de-
vices if specified by the equipment leak
provisions in a referencing subpart.
The records specified in paragraph
(d)(4)(i) of this section shall be retained
for the life of the equipment. The
records specified in paragraph (d)(4)(ii)
of this section shall be retained for 5
years.

(i) The design specifications and per-
formance demonstrations specified in
paragraphs (d)(4)(i)(A) through (C) of
this section.

(A) Detailed schematics, design spec-
ifications of the control device, and
piping and instrumentation diagrams.

(B) The dates and descriptions of any
changes in the design specifications.

(C) A description of the parameter or
parameters monitored, as required in a
referencing subpart, to ensure that
control devices are operated and main-
tained in conformance with their de-
sign and an explanation of why that
parameter (or parameters) was selected
for the monitoring.

(ii) Records of operation of closed
vent systems and control devices, as
specified in paragraphs (d)(4)(ii)(A)
through (C) of this section.

(A) Dates and durations when the
closed vent systems and control de-
vices required are not operated as de-
signed as indicated by the monitored
parameters.

(B) Dates and durations during which
the monitoring system or monitoring
device is inoperative.

(C) Dates and durations of start-ups
and shutdowns of control devices re-
quired in this subpart.

(5) Records of monitored parameters
outside of range. The owner or operator
shall record the occurrences and the
cause of periods when the monitored
parameters are outside of the param-
eter ranges documented in the Notifi-
cation of Compliance Status report.

This information shall also be reported
in the Periodic Report.

[64 FR 34866, June 29, 1999, as amended at 64
FR 63705, Nov. 22, 1999]

§ 63.999 Notifications and other re-
ports.

(a) Performance test and flare compli-
ance assessment notifications and reports.
(1) General requirements. General re-
quirements for performance test and
flare compliance assessment notifica-
tions and reports are specified in para-
graphs (a)(1)(i) through (iii) of this sec-
tion.

(i) The owner or operator shall notify
the Administrator of the intention to
conduct a performance test or flare
compliance assessment at least 30 days
before such a compliance demonstra-
tion is scheduled to allow the Adminis-
trator the opportunity to have an ob-
server present. If after 30 days notice
for such an initially scheduled compli-
ance demonstration, there is a delay
(due to operational problems, etc.) in
conducting the scheduled compliance
demonstration, the owner or operator
of an affected facility shall notify the
Administrator as soon as possible of
any delay in the original demonstra-
tion date. The owner or operator shall
provide at least 7 days prior notice of
the rescheduled date of the compliance
demonstration, or arrange a resched-
uled date with the Administrator by
mutual agreement.

(ii) Unless specified differently in
this subpart or a referencing subpart,
performance test and flare compliance
assessment reports, not submitted as
part of a Notification of Compliance
Status report, shall be submitted to
the Administrator within 60 days of
completing the test or determination.

(iii) Any application for a waiver of
an initial performance test or flare
compliance assessment, as allowed by
§ 63.997(b)(2), shall be submitted no
later than 90 days before the perform-
ance test or compliance assessment is
required. The application for a waiver
shall include information justifying
the owner or operator’s request for a
waiver, such as the technical or eco-
nomic infeasibility, or the imprac-
ticality, of the source performing the
test.
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(iv) Any application to substitute a
prior performance test or compliance
assessment for an initial performance
test or compliance assessment, as al-
lowed by § 63.997(b)(1), shall be sub-
mitted no later than 90 days before the
performance test or compliance test is
required. The application for substi-
tution shall include information dem-
onstrating that the prior performance
test or compliance assessment was con-
ducted using the same methods speci-
fied in § 63.997(e) or § 63.987(b)(3), as ap-
plicable. The application shall also in-
clude information demonstrating that
no process changes have been made
since the test, or that the results of the
performance test or compliance assess-
ment reliably demonstrate compliance
despite process changes.

(2) Performance test and flare compli-
ance assessment report submittal and con-
tent requirements. Performance test and
flare compliance assessment reports
shall be submitted as specified in para-
graphs (a)(2)(i) through (iii) of this sec-
tion.

(i) For performance tests or flare
compliance assessments, the Notifica-
tion of Compliance Status or perform-
ance test and flare compliance assess-
ment report shall include one complete
test report as specified in paragraph
(a)(2)(ii) of this section for each test
method used for a particular kind of
emission point and other applicable in-
formation specified in (a)(2)(iii) of this
section. For additional tests performed
for the same kind of emission point
using the same method, the results and
any other information required in ap-
plicable sections of this subpart shall
be submitted, but a complete test re-
port is not required.

(ii) A complete test report shall in-
clude a brief process description, sam-
pling site description, description of
sampling and analysis procedures and
any modifications to standard proce-
dures, quality assurance procedures,
record of operating conditions during
the test, record of preparation of stand-
ards, record of calibrations, raw data
sheets for field sampling, raw data
sheets for field and laboratory anal-
yses, documentation of calculations,
and any other information required by
the test method.

(iii) The performance test or flare
compliance assessment report shall
also include the information specified
in (a)(2)(iii)(A) through (C) of this sec-
tion, as applicable.

(A) For flare compliance assess-
ments, the owner or operator shall sub-
mit the records specified in
§ 63.998(a)(1)(i).

(B) For nonflare control device and
halogen reduction device performance
tests as required under §§ 63.988(b),
63.990(b), 63.994(b), or 63.995(b), also sub-
mit the records specified in
§ 63.998(a)(2)(ii), as applicable.

(C) For recovery devices also submit
the records specified in § 63.998(a)(3), as
applicable.

(b) Notification of Compliance Status.
(1) Routing storage vessel or transfer rack
emissions to a process or fuel gas system.
An owner or operator who elects to
comply with § 63.982 by routing emis-
sions from a storage vessel or transfer
rack to a process or to a fuel gas sys-
tem, as specified in § 63.984, shall sub-
mit as part of the Notification of Com-
pliance Status the information speci-
fied in paragraphs (b)(1)(i) and (ii), or
(iii) of this section, as applicable.

(i) If storage vessels emissions are
routed to a process, the owner or oper-
ator shall submit the information spec-
ified in § 63.984(b)(2) and (3).

(ii) As specified in § 63.984(c), if stor-
age vessels emissions are routed to a
fuel gas system, the owner or operator
shall submit a statement that the
emission stream is connected to the
fuel gas system and whether the con-
veyance system is subject to the re-
quirements of § 63.983.

(iii) As specified in § 63.984(c), report
that the transfer rack emission stream
is being routed to a fuel gas system or
process, when complying with a ref-
erencing subpart.

(2) Routing storage vessel or low
throughput transfer rack emissions to a
nonflare control device. An owner or op-
erator who elects to comply with
§ 63.982 by routing emissions from a
storage vessel or low throughput trans-
fer rack to a nonflare control device, as
specified in § 63.985, shall submit, with
the Notification of Compliance Status
required by a referencing subpart, the
applicable information specified in
paragraphs (b)(2)(i) through (vi) of this
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section. Owners and operators who
elect to comply with § 63.985(b)(1)(i) by
submitting a design evaluation shall
submit the information specified in
paragraphs (b)(2)(i) through (iv) of this
section. Owners and operators who
elect to comply with § 63.985(b)(1)(ii) by
submitting performance test results
from a control device for a storage ves-
sel or low throughput transfer rack
shall submit the information specified
in paragraphs (b)(2)(i), (ii), (iv), and (v)
of this section. Owners and operators
who elect to comply with
§ 63.985(b)(1)(ii) by submitting perform-
ance test results from a shared control
device shall submit the information
specified in paragraph (b)(2)(vi) of this
section.

(i) A description of the parameter or
parameters to be monitored to ensure
that the control device is being prop-
erly operated and maintained, an ex-
planation of the criteria used for selec-
tion of that parameter (or parameters),
and the frequency with which moni-
toring will be performed (e.g., when the
liquid level in the storage vessel is
being raised). If continuous records are
specified, indicate whether the provi-
sions of § 63.999(c)(6) apply.

(ii) The operating range for each
monitoring parameter identified in the
monitoring plan required by
§ 63.985(c)(1). The specified operating
range shall represent the conditions for
which the control device is being prop-
erly operated and maintained.

(iii) The documentation specified in
§ 63.985(b)(1)(i), if the owner or operator
elects to prepare a design evaluation.

(iv) The provisions of paragraph (c)(6)
of this section do not apply to any low
throughput transfer rack for which the
owner or operator has elected to com-
ply with § 63.985 or to any storage ves-
sel for which the owner or operator is
not required, by the applicable moni-
toring plan established under
§ 63.985(c)(1), to keep continuous
records. If continuous records are re-
quired, the owner or operator shall
specify in the monitoring plan whether
the provisions of paragraph (c)(6) of
this section apply.

(v) A summary of the results of the
performance test described in
§ 63.985(b)(1)(ii). If such a performance
test is conducted, submit the results of

the performance test, including the in-
formation specified in § 63.999(a)(2)(ii)
and (iii).

(vi) Identification of the storage ves-
sel or transfer rack and control device
for which the performance test will be
submitted, and identification of the
emission point(s), if any, that share the
control device with the storage vessel
or transfer rack and for which the per-
formance test will be conducted.

(3) Operating range for monitored pa-
rameters. The owner or operator shall
submit as part of the Notification of
Compliance Status, the operating
range for each monitoring parameter
identified for each control, recovery, or
halogen reduction device as determined
pursuant to § 63.996(c)(6). The specified
operating range shall represent the
conditions for which the control, recov-
ery, or halogen reduction device is
being properly operated and main-
tained. This report shall include the in-
formation in paragraphs (b)(3)(i)
through (iii) of this section, as applica-
ble, unless the range and the operating
day have been established in the oper-
ating permit.

(i) The specific range of the mon-
itored parameter(s) for each emission
point;

(ii) The rationale for the specific
range for each parameter for each
emission point, including any data and
calculations used to develop the range
and a description of why the range in-
dicates proper operation of the control,
recovery, or halogen reduction device,
as specified in paragraphs (b)(3)(ii)(A),
(B), or (C) of this section, as applicable.

(A) If a performance test or TRE
index value determination is required
by a referencing subpart for a control,
recovery or halogen reduction device,
the range shall be based on the param-
eter values measured during the TRE
index value determination or perform-
ance test and may be supplemented by
engineering assessments and/or manu-
facturer’s recommendations. TRE
index value determinations and per-
formance testing are not required to be
conducted over the entire range of per-
mitted parameter values.

(B) If a performance test or TRE
index value determination is not re-
quired by a referencing subpart for a
control, recovery, or halogen reduction
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device, the range may be based solely
on engineering assessments and/or
manufacturer’s recommendations.

(C) The range may be based on ranges
or limits previously established under
a referencing subpart.

(iii) A definition of the source’s oper-
ating day for purposes of determining
daily average values of monitored pa-
rameters. The definition shall specify
the times at which an operating day
begins and ends.

(4) Halogen reduction device. The
owner or operator shall submit as part
of the Notification of Compliance Sta-
tus the information recorded pursuant
to § 63.998(a)(4).

(5) Alternative recordkeeping. The
owner or operator shall notify the Ad-
ministrator in the Notification of Com-
pliance Status if the alternative rec-
ordkeeping requirements of
§ 63.998(b)(5) are being implemented. If
the Notification of Compliance Status
has already been submitted, the notifi-
cation must be in the periodic report
submitted immediately preceding im-
plementation of the alternative, as
specified in paragraph (c)(6)(iv) of this
section.

(c) Periodic reports. (1) Periodic re-
ports shall include the reporting period
dates, the total source operating time
for the reporting period, and, as appli-
cable, all information specified in this
section and in the referencing subpart,
including reports of periods when mon-
itored parameters are outside their es-
tablished ranges.

(2) For closed vent systems subject to
the requirements of § 63.983, the owner
or operator shall submit as part of the
periodic report the information speci-
fied in paragraphs (c)(2)(i) through (iii)
of this section, as applicable.

(i) The information recorded in
§ 63.998(d)(1)(iii)(B) through (E);

(ii) Reports of the times of all periods
recorded under § 63.998(d)(1)(ii)(A) when
the vent stream is diverted from the
control device through a bypass line;
and

(iii) Reports of all times recorded
under § 63.998(d)(1)(ii)(B) when mainte-
nance is performed in car-sealed
valves, when the seal is broken, when
the bypass line valve position is
changed, or the key for a lock-and-key

type configuration has been checked
out.

(3) For flares subject to this subpart,
report all periods when all pilot flames
were absent or the flare flame was ab-
sent as recorded in § 63.998(a)(1)(i)(C).

(4) For storage vessels, the owner or
operator shall include in each periodic
report required the information speci-
fied in paragraphs (c)(4)(i) through (iii)
of this section.

(i) For the 6-month period covered by
the periodic report, the information re-
corded in § 63.998(d)(2)(ii)(A) through
(C).

(ii) For the time period covered by
the periodic report and the previous
periodic report, the total number of
hours that the control system did not
meet the requirements of §§ 63.983(a),
63.985(a), or 63.987(a) due to planned
routine maintenance.

(iii) A description of the planned rou-
tine maintenance during the next 6-
month periodic reporting period that is
anticipated to be performed for the
control system when it is not expected
to meet the required control efficiency.
This description shall include the type
of maintenance necessary, planned fre-
quency of maintenance, and expected
lengths of maintenance periods.

(5) If a control device other than a
flare is used to control emissions from
storage vessels or low throughput
transfer racks, the periodic report shall
describe each occurrence when the
monitored parameters were outside of
the parameter ranges documented in
the Notification of Compliance Status
in accordance with paragraph (b)(3) of
this section. The description shall in-
clude the information specified in para-
graphs (c)(5)(i) and (ii) of this section.

(i) Identification of the control de-
vice for which the measured param-
eters were outside of the established
ranges, and

(ii) The cause for the measured pa-
rameters to be outside of the estab-
lished ranges.

(6) For process vents and transfer
racks (except low throughput transfer
racks), periodic reports shall include
the information specified in paragraphs
(c)(6)(i) through (iv) of this section.

(i) Periodic reports shall include the
daily average values of monitored pa-
rameters, calculated as specified in
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§ 63.998(b)(3)(i) for any days when the
daily average value is outside the
bounds as defined in § 63.998(c)(2)(iii) or
(c)(3)(iii), or the data availability re-
quirements defined in paragraphs
(c)(6)(i)(A) through (D) of this section
are not met, whether these excursions
are excused or unexcused excursions.
For excursions caused by lack of moni-
toring data, the duration of periods
when monitoring data were not col-
lected shall be specified. An excursion
means any of the cases listed in para-
graphs (c)(6)(i)(A) through (C) of this
section. If the owner or operator elects
not to retain the daily average values
pursuant to § 63.998(b)(5)(ii)(A), the
owner or operator shall report this in
the Periodic Report.

(A) When the daily average value of
one or more monitored parameters is
outside the permitted range.

(B) When the period of control or re-
covery device operation is 4 hours or
greater in an operating day and moni-
toring data are insufficient to con-
stitute a valid hour of data for at least
75 percent of the operating hours.

(C) When the period of control or re-
covery device operation is less than 4
hours in an operating day and more
than one of the hours during the period
of operation does not constitute a valid
hour of data due to insufficient moni-
toring data.

(D) Monitoring data are insufficient
to constitute a valid hour of data as
used in paragraphs (c)(6)(i)(B) and (C)
of this section, if measured values are
unavailable for any of the 15-minute
periods within the hour.

(ii) Report all carbon-bed regenera-
tion cycles during which the param-
eters recorded under § 63.998(a)(2)(ii)(C)
were outside the ranges established in
the Notification of Compliance Status
or in the operating permit.

(iii) The provisions of paragraph
(c)(6)(i) and (ii) of this section do not
apply to any low throughput transfer
rack for which the owner or operator
has elected to comply with § 63.985 or to
any storage vessel for which the owner
or operator is not required, by the ap-
plicable monitoring plan established
under § 63.985(c)(1), to keep continuous
records. If continuous records are re-
quired, the owner or operator shall
specify in the monitoring plan whether

the provisions of paragraphs (c)(6)(i)
and (c)(6)(ii) of this section apply.

(iv) If the owner or operator has cho-
sen to use the alternative record-
keeping requirements of § 63.998(b)(5),
and has not notified the Administrator
in the Notification of Compliance Sta-
tus that the alternative recordkeeping
provisions are being implemented as
specified in paragraph (b)(5) of this sec-
tion, the owner or operator shall notify
the Administrator in the Periodic Re-
port submitted immediately preceding
implementation of the alternative. The
notifications specified in
§ 63.998(b)(5)(ii) shall be included in the
next Periodic Report following the
identified event.

(7) As specified in § 63.997(c)(3), if an
owner or operator at a facility not re-
quired to obtain a title V permit elects
at a later date to replace an existing
control or recovery device with a dif-
ferent control or recovery device, then
the Administrator shall be notified by
the owner or operator before imple-
menting the change. This notification
may be included in the facility’s peri-
odic reporting.

(d) Requests for approval of monitoring
alternatives. (1) Alternatives to the con-
tinuous operating parameter monitoring
and recordkeeping provisions. Requests
for approval to use alternatives to con-
tinuous operating parameter moni-
toring and recordkeeping provisions, as
provided for in § 63.996(d)(1), shall be
submitted as specified in a referencing
subpart, and the referencing subpart
will govern the review and approval of
such requests. The information speci-
fied in paragraphs (d)(1)(i) and (ii) of
this section shall be included.

(i) A description of the proposed al-
ternative system; and

(ii) Information justifying the owner
or operator’s request for an alternative
method, such as the technical or eco-
nomic infeasibility, or the imprac-
ticality, of the regulated source using
the required method.

(2) Monitoring a different parameter
than those listed. Requests for approval
to monitor a different parameter than
those established in § 63.996(c)(6) of this
section or to set unique monitoring pa-
rameters, as provided for in
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§ 63.996(d)(2), shall be submitted as spec-
ified as specified in a referencing sub-
part, and the referencing subpart will
govern the review and approval of such
requests. The information specified in
paragraphs (d)(2)(i) through (iii) of this
section shall be included in the re-
quest.

(i) A description of the parameter(s)
to be monitored to ensure the control
technology or pollution prevention
measure is operated in conformance
with its design and achieves the speci-
fied emission limit, percent reduction,
or nominal efficiency, and an expla-
nation of the criteria used to select the
parameter(s);

(ii) A description of the methods and
procedures that will be used to dem-
onstrate that the parameter indicates
proper operation of the control device,
the schedule for this demonstration,
and a statement that the owner or op-
erator will establish a range for the
monitored parameter(s) as part of the
Notification of Compliance Status if
required under a referencing subpart,
unless this information has already
been submitted; and

(iii) The frequency and content of
monitoring, recording, and reporting, if
monitoring and recording is not con-
tinuous, or if reports of daily average
values when the monitored parameter
value is outside the established range
will not be included in periodic reports
under paragraph (c) of this section. The
rationale for the proposed monitoring,
recording, and reporting system shall
be included.

[64 FR 34866, June 29, 1999, as amended at 64
FR 63705, Nov. 22, 1999]

Subpart TT—National Emission
Standards for Equipment
Leaks—Control Level 1

SOURCE: 64 FR 34886, June 29, 1999, unless
otherwise noted.

§ 63.1000 Applicability.
(a) The provisions of this subpart

apply to the control of air emissions
from equipment leaks for which an-
other subpart references the use of this
subpart for such air emission control.
These air emission standards for equip-
ment leaks are placed here for adminis-

trative convenience and only apply to
those owners and operators of facilities
subject to the referencing subpart. The
provisions of 40 CFR part 63 subpart A
(General Provisions) do not apply to
this subpart except as noted in the ref-
erencing subpart.

(b) [Reserved]
(c) Exemptions. Paragraphs (c)(1)

through (c)(3) delineate equipment that
is excluded from the requirements of
this subpart.

(1) Equipment in vacuum service.
Equipment that is in vacuum service is
excluded from the requirements of this
subpart.

(2) Equipment in service less than 300
hours per calendar year. Equipment that
is in regulated material service less
than 300 hours per calendar year is ex-
cluded from the requirements of
§§ 63.1006 through 63.1015 if it is identi-
fied as required in § 63.1003(b)(5).

(3) Lines and equipment not containing
process fluids. Except as provided in a
referencing subpart, lines and equip-
ment not containing process fluids are
not subject to the provisions of this
subpart. Utilities, and other non-
process lines, such as heating and cool-
ing systems which do not combine
their materials with those in the proc-
esses they serve, are not considered to
be part of a process unit or affected fa-
cility.

[64 FR 34886, June 29, 1999, as amended at 64
FR 63705, Nov. 22, 1999]

§ 63.1001 Definitions.

All terms used in this part shall have
the meaning given them in the Act and
in this section.

Closed-loop system means an enclosed
system that returns process fluid to
the process and is not vented directly
to the atmosphere.

Closed-purge system means a system
or combination of systems and portable
containers to capture purged liquids.
Containers must be covered or closed
when not being filled or emptied.

Closed-vent system means a system
that is not open to the atmosphere and
is composed of piping, ductwork, con-
nections, and, if necessary, flow induc-
ing devices that transport gas or vapor
from an emission point to a control de-
vice.
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